Super Clean 10

Multi-Purpose Cleaner User’s Guide

General Information:  Super Clean 10 is a concentrated all purpose cleaner/degreaser that can be used to safely and effectively clean virtually any surface.  Super Clean 10 contains no phosphates and no chlorine, and is completely biodegradable.  Super Clean 10 has USDA approvals, and is certified by the Coast Guard as a non-hazardous waste.

The dilution ratios listed in this guide are only suggestions, increased or decreased amounts of Super Clean 10 may be used as situations dictate.

 Interior Building Maintenance:

Floors:  For every day maintenance and cleaning of floors use a dilution of 1 to 4 ounces of Super Clean 10 to 3 gallons of water.  For scuff marks or other more severe problems spray a dilution of 1 part Super Clean 10 to 5-10 parts water on the stain.  Allow penetration time; brush spot and flush with potable water.

Bathrooms and Showers:  Super Clean 10 is an excellent general purpose cleaner for bathrooms and showers, leaving porcelain bright and shining.  Soap Scum buildup can be removed by  spraying a 1 to 5 solution on the problem area.  Allow 3 to 5 minutes of penetration time then simply brush and flush with water.

Interior Vinyl, Plastics and Wood:  Super Clean 10 is safe for all these surfaces.  Dilute product from 1 part Super Clean 10 to 5 to 20 parts water depending on the severity of the cleaning problem.

Carpet Cleaning:  Common stains can be spot cleaned with a 1:4 to 1:15 solution of Super Clean 10 and water.  Spray the solution on the stain, let it soak for 30 seconds, brush lightly to loosen, blot or wipe up, reapply a mist of water to the cleaned area and blot as dry as possible.  To clean with a commercial machine, mist a solution of 1 part Super Clean 10 to 15 parts water over the area to be cleaned with a pump up sprayer, or trigger sprayer then clean with the commercial machine using only hot water in the machine.

Kitchen Facilities:  Although Super Clean 10 has USDA approvals, food items should be removed or protected during the cleaning process.

Oven Cleaning:  Ovens can be cleaned without the use of caustic based oven cleaners.  Spray a 1:1 solution of Super Clean 10 and water into a cold oven, allow three to five minutes penetration time, scrape any heavy buildup then wipe clean and rinse with potable water.  It is essential that the grease buildup be kept moist during cleaning.

Stove Hoods and Exhaust Systems:  Interior and exterior surfaces can be effectively cleaned by treating with a 1:4 to 1:15 solution.  Apply the Super Clean 10 allow penetration time, brush if necessary, rinse with water and wipe dry. An over night soaking of the metal filter screens in a 1:5 to 1:10 solution of Super Clean 10 and water will make them shine like new.

Fry Vats:  Super Clean 10 can be used to boil out fry vats in the same way that caustic-based cleaners are used.  Add four to six ounces of Super Clean 10  per gallon of water and boil for the recommended time.  After cleaning, drain and flush the fry vat well with potable water.

Baking Pans:  Super Clean 10 is an excellent soak bath for cookie sheets, baking pans, and similar items.  
Exterior Building Maintenance:

Pressure Washing: Super Clean 10 is extremely effective when used with hot or cold pressure washers.  Recommended dilution ratios at the gun tip are one part Super Clean 10 to 48 to 64 parts water.

Concrete Cleaning:  Stains from mildew, oil, grease, tire marks, and diesel fuel can be effectively cleaned by spraying a 1:1 solution on the stained area.  Keep the area wet and allow the solution to dwell as long as possible and agitate frequently.  When rinsing use as much water pressure as possible.  Multiple applications and prolonged dwell times may be necessary for deeply embedded stains.   

Equipment and Vehicle Cleaning: Super Clean 10 is an excellent car and truck wash.  Diluted 20 to 50 to 1 Super Clean 10 is safe for all fine painted surfaces, and will quickly and safely remove even the worst road film build-up.  Engine compartments, engine blocks, transmission housings, frames, and other vehicle parts are easily cleaned using this product.  Super Clean 10 removes asphalt buildup, diesel stains, carbon marks, hydraulic and brake fluid, and other similar substances.  Simply scrape away any excessive buildup, apply a solution of one part Super Clean 10 and one to four parts water, allow three to five minutes penetration time, brush if necessary, then rinse with water.  Super Clean 10 will not harm rubber gaskets, hoses, or belts.

Super Clean 10 is also safe for use in cleaning the interiors of vehicles.  Use a solution of 1 part Super Clean 10 to 10 to 15 parts water and wipe clean.

Washing Machine Pre-Soak:  Super Clean 10 makes a great pre-soak for severely soiled clothes, or rags.  Mix a solution of 1 part Super Clean 10 to 5 parts water and soak clothes for 1 to 3 hours, or overnight.  Then machine wash as usual.  Super Clean 10 will remove the worst stains from blood to grease marks.

For additional information or technical assistance, please visit www.Ramsorb.com or call 

Ram Environmental Technologies, Inc. at 800-286-4726 from 8:00 A.M. until 5:00 P.M. CST.
